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Amendments to the Claims: 

The claims below will replace all prior versions, and listings, of claims in the application: 
l isting of Claims: 

1 . (currently amended) A method for generating a virtual device comprising a 
plurality of wireless devices, each wireless device comprising a limited range 
communications apparatus, the method comprising the steps of: 

when a first wireless device is within the limited range of a second 
wireless device, each wireless device detemiining if the other wireless device comprises 

a sharable resource; 

if at least one of the first or second wireless devices comprises a sharable 
resource, the first and second wireless devices forming a vnreless networic such that the 
sharable resource is used by the other wireless device when an event requiring the 
sharable resource is received by the wireless network; and 

after the wireless network is formed, storing within each wireless device a 
decision matrix that permits the wireless devices to a ct as one, through a distributed 
network, the decision matrix comprising identification of each wireless device and 
available resources within the devices to automatically enable one of the wireless 
devices to borrow the available resources of another wireless device of the network 
when an event occurs on a particular device that the particular device cannot handle 
with the particular device's own resourcesiand 

wherein the decision matrix is comprised of a task-prioritized list of currently 
available resources and address of associated electronic de vices that have available 
resources . 

2. (original) The method of claim 1 wherein the sharable resources comprise at 
least one of: a display, a modem, a global positioning satellite receiver, processing time, 
and memory. 

3. (original) The method of claim 1 and further including the steps of: 

the first wireless device storing informatron comprising identification 
information regarding the second wireless device and infomnation regarding the 
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sharable resource; and 

the second wireless device storing information comprising identification 

information regarding the first wireless device and infomiatlon regarding the sharable 
resource. 

4. (original) The method of claim 3 wherein the Identification infonnation 
comprises unique identification assigned to each wireless device. 

5. (cun-ently amended) A method for sharing resources comprising a plurality of 
wireless devices, each wireless device comprising a unique device Identification and a 
limited range communications apparatus, the method comprising the steps of: 

when a first wireless device Is within the range of a wireless, distributed 
network comprising the plurality of wireless devices, determining if the first wireless 
device comprises a sharable resource; 

if the first wireless device comprises a sharable resource, the wireless 
distributed networi< enabling the first wireless device to join the wireless distributed 
network such that the sharable resource Is used by the plurality of wireless devices 
when an event requiring the sharable resource is received by the wireless distributed 
network; a«d 

after the distributed networi< is fomed, storing within each wireless device 
a decision matrix that permits the wireless d e vices to act as one, through a distributed 
networit. the decision matrix comprising the unique identification of each wireless device 
and available resources within the devices to automatically enable one of the wireless 
devices to borrow the available resources of another wireless device of the network 
when an event occure on a particular device that the particular device cannot handle 
with the particular device's own resourcesijnd 

wherein the decision matrix is comp rised of a task-prioritized list of 
r-iirrenttv available resources and address of associated electronic devices that have 
available resources . 

6. (original) The method of claim 5 wherein the unique device identification 
comprises Bluetootii-compliant identification information. 
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7. (original) The method of claim 5 and further including the step of determining if 
the first wireless device is a private device. 

8. (currently amended) A method for sharing resources among a plurality of 
wireless devices belonging to a wireless network, the method comprising the steps of: 

generating a decision matrix comprising an identification of each of the 
plurality of wireless devices and their corresponding shared resource that permits the 
wireless devices to act as one, through a distribu ted network, the decision matrix; 

creating within the decision matrix a task-pr ioritized list of cun-entiv 
available resources and address of associated ele ctronic devices that have available 
resources : 

a first wireless device of the plurality of wireless devices generating an 
event that requires a shared resource; consulting the decision matrix to determine which 
shared resource to utilize; 

the first wireless device detennining if the shared resource is available; 

if the shared resource is not available, indicating the unavailability of the 
shared resource; 

If the shared resource is available, automatically enabling one of the 
wireless devices to borrow the available resources when an event occurs on a particular 
device that the particular device cannot handle v\flth the particular device's own 
resources. 

9. (original) The method of claim 8 wherein the resources comprise at least one 
of a display, a communication device, and processing time. 

1 0. (original) The method of claim 8 wherein the step of the first wireless device 
generating the event comprises the first wireless device receiving a file for display 
utilizing the shared resource of the wireless device having the resource. 
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1 1 . (original) The method of claim 8 and further including the step of if the shared 
resource is not available, updating the decision matrix to indicate the unavailability of 
the shared resource. 

12. (currently amended) A personal wireless device comprising: 
at least one apparatus for executing a task; 

a communication apparatus for wireless communication having a limited 
communication range with other personal wireless devices in a wireless network; ao4 
a decision matrix that permits the wireless devices to act as one, through 
a distributed network, the decision matrix comprising a list of personal wireless devices 
of which the wireless network is comprised and a list of any shared resources 
corresponding to each personal wireless device and configured to automatically enable 
one of the wireless devices to borrow the available resources when an event occurs on 
a particular device that the particular device cannot handle with the particular device's 
own resources : and 

wherein the decision matrix is comprised of a task-prioritized list of 
currently available resources and address of associated electronic devices that have 
available resources . 

13. (original) The device of claim 12 wherein the communication apparatus is in 
compliance with a Bluetooth specification. 

14. (original) The device of claim 13 wherein the communication apparatus is in 
compliance with the Bluetooth specification. 

15. (currently amended) A method for transferring information between a 
personal wireless device that comprises a firet limited range communications apparatus 
and a public infomnation database coupled to a second limited range communications 
apparatus, the method comprising the steps of: 

placing the personal wireless device within the limited range of the second 
communications apparatus; 

the personal wireless device and the public information database forming 
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a network; 

after the wireless network is formed, storing within each wireless device a 
decision matrix that permits the wireless devices to act as one, through a distributed 
network, the decision matrix comprising identification of each wireless device and 
available resources within the devices to automatically enable one of the wireless 
devices to borrow the available resources of another wireless device of the network 
when an event occurs on a particular device that the particular device cannot handle 
with the particular device's own resources; 

wherein the decision matrix is comprised of a task-prioritized list of 
cun-entiv available resources and address of associated electronic devices that have 
available resources: 

the personal wireless device requesting an information transfer from the 
public infonnation database; and 

the public information database transferring the requested infonnation to 
the personal wireless device. 

16. (original) The method of claim 15 and further including the step of the 
personal wireless device forming a network with other personal wireless devices in 
order to share the transferred information. 

17. (original) The method of claim 16 wherein the public infonnation database 
comprises a local public telephone directory and the transferred infonmation comprises 
a local telephone number. 

18. (currently amended) A method for generating a virtual device comprising a 
plurality of wireless devices, the plurality of wireless devices having a master wireless 
device and each device comprising identification infomiation and a limited range 
communication apparatus, the method comprising the steps of: 

when a first wireless device of the plurality of wireless devices is within the 
limited range of the master wireless device, the master wireless device determining if 
the first wireless device comprises a sharable resource; 

if the first wireless device comprises a sharable resource, the first and 
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master wireless devices forming a wireless r^etwork such that the sharable resource and 
any master wireless device sharable resource is used by the other wireless device 
when an event requiring the sharable resource is received by the wireless network; 

the master wireless device saving the identification information and shared 
resource infomnation regarding the first wireless device of the wireless in a decision 
matrix; a«4 

after the wireless network is formed, using the decision matrix to 
automatically enable one of the wireless devices to borrow the available resources of 
another wireless device of the network when an event occurs on a particular device that 
the particular device cannot handle with the particular device's own resources : and 

wherein ttie decision matrix permits the wireless devices to act as one, 
through a distributed network, and wherein the decision matrix is comprised of a task- 
prioritized list of currentiv available resources and address of associated electronic 
devices that have available resources . 

19. (original) The method of claim 18 and further comprising the step of the 
master wireless device saving a decision matrix that comprises a row of each of the 
identification infomnation for each of the plurality of wireless devices, a column for each 
available shared resource, and an indication of which identification infomnation is 
comprised of which shared resource. 

20. (cunrently amended) A method for generating a virtual device comprising a 
plurality of wireless devices, each wireless device comprising a limited range 
communication apparatus, the method comprising the steps of: 

when a first wireless device is within range of a second wireless device, 
each wireless device determining if the other wireless device comprises a sharable 
resource; 

if at least one of the first or second wireless devices comprises a sharable 
resource, the first and second wireless devices forming a wireless network such that the 
sharable resource is used by the other wireless device when an event requiring the 
sharable resource is received by the wireless network; 

each of the plurality of wireless devices that comprise the wireless network 
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Storing identification and shared resource information regarding the other wireless 
devices of the wireless distributed network in a decision matrix that permits the wireless 
devices to act as one, through a distributed network, the decision matrix, wherein the 
decision matrix is comorised of a task-prioritized list of currently available resources and 
address of associated electronic devices that have available resources : 

after the wireless network is formed, using the decision matrix to 
automatically enable one of the wireless devices to borrow the available resources of 
another wireless device of the networi< when an event occurs on a particular device that 
the particular device cannot handle with the particular device's own resources; and 

the second wireless device acting as a repeater for the first wireless 
device such that the first wireless device communicates with the other plurality of 
wireless devices through the second wireless device. 
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